Operating Instruction for Thermal Imager
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Operating Instruction for Thermal Imager

1.Introduction

* The Thermal Imager is handheld imaging camera used for predictive maintenance, equipment troubleshooting
and verification.

» Thermal images are displayed on the LCD and can be saved to internal memories.

* With Bluetooth instant share function, thermal images can be transferred to smart phone for analyse, share and
report quickly.

Key Features
* 120x120 pixel thermal imaging system
© 14400 points real temperature fast measurements
* Hot, Cold, Center three temperature tracking function
* large, easy-to-read, bright graphical TFT display
® 50Hz fast Thermal image frame rate
* Bluetooth image instant share & save with i0S and Android smart device
* Scene temperature range Lock function
e With LED flashlight function
* Long running time up to 8 hours with rechargeable battery
e Smart and compact design
e Rugged industrial design

2.Safety
2-1.Safety Infomation
/A This symbol adjacent to another symbol, terminal or operating device indicates that the operator must refer
to an explanation in the Operating Instructions to avoid personal injury or damage to the meter.

2-2.CAUTIONS

* Improper use can damage the meter, please read and understand all of the information provided in this User
Guide and other included documentation before use.

o Refer to the CAUTION statement label (shown below) for critical safety information.
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3-3.The IR Thermal Imaging Display
1-Current Emiisivity Setting
2-Battery Indicator
3-Hot Temperature Point Reading
4-Cold Temperature Point Reading
5-Centre Crosshair
6-Cold Temperature Crosshair
7-Hot Temperature Crosshair
8-Image Freezed Icon
9-Centre Temperature Point Reading
10-"0K" Button
11-"LOCK" Button
12-Current Temperature Unit
13-Scene Low Temperature
14-Palette Scale
15-Scene High Temperature
16-Time Clock

PP 006 ®e oo

3-4.Control Buttons and Trigger

Became familliar with the operation of the control buttons and trigger as described below:

* POWER/BACK/LOCK Button Press and hold >7 seconds to cycle the meter power ON or OFF; Short press to exit
amenu screen. Also used to lock the current scene temperature range (a soft “” Button will appear on the
display above the button when this option is available).

* OK/MENU Button Short press to access the Settings Menu, to confirm an edit, and to save an image when
prompted (a soft “SAVE” button will appear on the display above the button when this option is available).

* UP and DOWN NAVIGATION ARROW Button Scroll the Settings Menu and select a menu item setting.

* TRIGGER/LED Flashlight Short press will take a snapshat of the current image. Short press again to discard
image and return to live image mode, Long press will open the LED flashlight,Long press again will close the
LED flashlight.

3-5.Measure, Save, Delete and Review IR Images

* Point the thermal imager toward the object or area of interest.

® Pull the trigger to capture the image, Press “SAVE" to save image; Press “SHARE" to share the image.

* To review an image, either access the Settings Menu.

* To delete images form the internal memory, access the Settings Menu and delete the storeg images as described
in Section 6 Settings Menu.

WARNING: All images are deleted when the internal memory is erased.
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4. Discriptions
4-1.Structure Description

1-TFT Color Display 6-Battery Cover 10-Trigger

2-Menu/OK Button 7-Lanyard Access  11-Battery Charging LED Indicator
3-Up Arrow Button 8-LED Flash Light ~ 12-USB Battery Charging Interface
4-Power/Back Button  9-IR Imaging Len 13-Hole for Tripod Insertion
5-Down Arrow Button
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4-2.Display Icon and Indicator Description
°C/°F/k Temperature Units
H:  Max Temperature Readings
C:  Minimum Temperature Readings

Hold  Freezing Image Icon
AM 12 Time Format
mmmmm RN Color Palette
‘@ Unlock Icon
& LockIcon

BWle-

Centre Crosshair

Hot Crosshair
Cold Crosshair
Bluetooth Icon
Battery Empty
Battery Full

Battery Charging
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5.0pertion
5-1.Switch ON the Thermal Imager

o Press and hold for >2 seconds to switch the unit ON.

o [f the unit is sufficiently charged, the meter will display the start-up screen as shown below.

e The initial displayed image will show until the shutter resets the image.

o After the startup period, the unit will show a real time IR thermal image along with an IR Temperature reading.

e |f the meter does not switch ON, please refer to Section 3.2 Powering and charging the thermal imager, for
information regarding battery charging.

Thermal Imager

5-2.Lock/Unlock Scene Temperature Level-Span
The unit is real 120x120 pixel s thermal imager, for better get the object temperature problem, It can locks the
current scene temperature range, if the temperature higher than lock temperature,the correspanding color is white;
if the current scene temperature lower than the lock temperature range,the corresponding color is black.

Lock Mode ; Unlock Mode

1.Point the unit at an object or an area of interest.

2.Short press the “2=1” to lock the scene temperature range; the back color of the temperature readings will turn
grey.

3.Short press the "1 button again ,it will unlock the scene temperature range.

10
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5-3.Capture/Save Images Using The Internal Memory

The unit can store 20 images on internal memory, The saved images can be transferred to i0S, android and PC
device through Bluetooth.
1.Point the unit at an object or an area of interest.
2.Short press the trigger to capture the image; the image will freeze,
3.If don't want to save the current image, Short press the trigger again,the image will unfreeze.
4.Press"SAVE" to save the image
8.If the image is stored successfully on the internal memory, the image will unfreeze.
6.To erase/format internal memory please refer to Section 6 Settings Menu.

9-4.Share Images Using Bluetooth
9-4-1.Instant Share
For quick analyse and report the thermal images, the unit has Blustooth
instant share function, corresponding there are softwares for i0S, Androi and
L
1.Enable the Bluetooth on the thermal imager.
2.Run Apps on smart devices, connect unit with smart device or PC.
3.Point the unit at an object or an area of interest.
4.Short press the trigger to capture the image; the image will freeze and the
“hold” icon will display.
8.If don't want the current image, Short press the trigger again, the image will
unfreeze.
6.Press “SHARE" to transfer the image. Hold The Image
1.If the image is transferred successfully to the smart devices, the image will unfreeze.
8.5ave, analyse, share or report the thermal images on smart devices,
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5-4-2.Transfer the Saved Images
1.Enable the Bluetooth on the unit
2.Run Apps on smart devices, connect unit with smart device or PC.
3.To access the Image Review mode, access the Settings Menu to review and delete images.
4 Press Trigger to share the current picture.
b.Press"SHARE" to transfer the image
6.Save, analyse, share or report the thermal images on smart devices.

5-5.Review/Delete Images
Use the Review Mode to view or delete stored images.
1.To access the Settings Menu to review and delete images.
2.Press the back button to exit the image review mode
3.To delete all images, please access the Settings Menu as described in Section 6 and reformat the SD card.
4.To delete single picture, please refer Settings Menu.
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9-6.Lens and Imager Field of View
This table lists the horizontalFOV, vertical FOV and IFOV for lens.
FocalLength  Horizontal FOV Vertical FOV  [FOV
7.5mm 15.6° 15.6° 2.27mrad
IFOV (Instantaneous Field of View) is the smallest detail within the FOV that can be detected or seen at a set
distance, the unit s rad.
The formula is this:
* IFOV=(Pixel Size }/{Lens focal length ).
® D:S theoretical (=1/IFOV theoretical) is the calculated spot size based on the pixel size of the Thermal Imager
detector array and lens focal length.
Example: If Thermal Imager uses 7.5mm lens, because the Pixel Size of detector is 17um. Horizontal FOV is 15.6°,
Vertical FOVis 15.6°, the IFOV is 17um/7.5mm=2.27mrad:
D:§ theoretical (=1/IFOV theoretical)=440:1
D:§ measure=D:S theoretical/3=1471
* D:S measure(=1/IF0Vmeasure) is the spot size needed to provide an accurate temperature measure.
* Typically D:Smeasure is 2 to 3 times smaller than D-S theoretical, which means the temperature measurement
area of the target need to be 2 to 3 times larger than that determined by the calculated theoretical D-S.

/’J Spot Size=100.00cmx100.00c
I‘/ 120m (Based upon IFOV theoretical)
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6.Settings Menus
6-1.Using Settings Menus
o Press OK Button to open the Settings Menus, as show below.

@ Palette

@ Temp Unit
sz_, Measure

nguage

Setup

@ Time/Date

Information
0 Factory Set

L = Memory

@ Language

e Press UP/DOWN Button to select menu item or change the value of current focus item.

* Press 0K Button to enter the submenu or set focus on the current sellecteditem, Press ESC Button to return to
the previous menu.

o |f want to exit settings menus, can press HOLD Button or press ESC Button in root menu.

6-2.Settings Details
6-2-1.Palette Mode €
o Thermal imager has five kinds of palette, such as: " e men wem - -
o Press OK Button to select on of display color palettes.

I& Temp Unit

[|mI] Emiss

E{:‘_:J Memory

@ Language
(4

g Setup




Operating Instruction for Thermal Imager
6-2-2.Temp Unit ||

* Press 0K Button to set focus on this option and the color of option value will change to black °C.

* Infocus state, use the RIGHT/MENU Button to toggle °C, °F and k, use ESC/OK Button to exit focus state and
the color of option value will change to blcak k.

@ Temp Unit

P
&y Measure

[IWI] Emiss
Q Language

Common

@ Time/Date

6-2-3.Measure £,

Press OK Button to enter measure menu two selections are available: Temp.Max and Temp.Min, Press OK Button
to set cur select item on or off.

* Temp. Max: This option enables thermal imager automatically detect the highest temperature point.
* Temp. Min: This option enables thermal imager automatically detect the lowest temperature point.

Ay Measure

Temp. Max

Temp. Min
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6-2-4.Emissivity | IR
o Press OK Button to set focus on this option.

o In focus state, use UP/DOWN Button to increase or decrease emissivity's value, use ESC/OK Button to exit
focus state.

o The available range is 0.01 to 0.99 in 0.01 steps.

[IHI| Emiss
@ Language

@ Time/Date

Sys Info
O Factory Set

6-2-5.Language ¢&
e Press OK Button toto enter language menu.
» Threeoptions are available: Simplified Chinese, Traditional Chinese and English.
« Use UP/DOWN Button to select language and use OK Button to set selected language to be valid.

@ Language

English ‘/







